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PRINSU ROOF RACK INSTALLATION GUIDE 

In the rear remove the screw 
circled above on both sides 

The far rear nut can be 
reached via the access holes 
in the vehicle structure shown 
above 

It may be neccessary to clean 
up the holes with a 3/8" drill 
bit to allow the plusnuts to fit 

Lastly there are three plastic 
push tabs in the back that need 
released 

To gain easier access the 
nuts in the front the side 
curtain air bag hanger can be 
loosened & rotated out of the way 

Before installing the plusnuts 
apply a small amount of silicon 
around the holes 

To remove the stock roof 
rails remove the nuts circled 
above with a 10mm wrench, 
there are six per side 

' 
■ 

Be sure to tighten the air bag 
hanger back up before moving 
on 

Plusnuts in roof, one plus nut is 
not used for mounting and comes 
with a washer & 1" bolt to seal it 

All products built and designed by Prinsu Design Studio are intended for off-road use and should be assembled, installed, and used according to Prinsu Design Studio's 

recommendations. Prinsu Design Studio products should be used safely with good judgment towards others and the environment. By installing Prinsu Design Studio 

Products on your vehicle you assume all liability. Prinsu Design Studio will not be held liable for damages or loss associated with the installation or use of its products. 

Be smart, use good judgement, don't overload your vehicle to the point of inferior handling and maneuverability! 
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Compress the plusnut by using 
a 1/2" wrench to hold the coupler 
and tighthen with a 7 /16" wrench 

Your roof rack can now be 
fully installed and finished 

Apply more silicone over the 
plusnuts before placing the 
spacers down to ensure a 
water tight seal 

Double check all fasteners for 
tightness before your 1st drive 

Attach the front mounting brackets 
to the 1st crossbar, measure 3.5" in 
then place the far edge of the bracket 
there and tighten down 

... then periodically thereafter 
to ensure your roof rack remains 
fully secure and functionally 

All products built and designed by Prinsu Design Studio are intended for off-road use and should be assembled, installed, and used according to Prinsu Design Studio's 

recommendations. Prinsu Design Studio products should be used safely with good judgment towards others and the environment. By installing Prinsu Design Studio 

Products on your vehicle you assume all liability. Prinsu Design Studio will not be held liable for damages or loss associated with the installation or use of its products. 

Be smart, use good judgement, don't overload your vehicle to the point of inferior handling and maneuverability! 
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WARRANTY 

PRINSU DESIGN STUDIO will warranty all PRINSU DESIGN STUDIO manufactured parts for a LIFETIME of use. This limited 
Lifetime Warranty is effective for as long as the original retail purchaser owns the product. This warranty terminates 
when the original retail purchaser sells or otherwise transfers the product to any other person. Each manufactured 
product must be installed following PRINSU DESIGN STUDIO'S recommended fitment and installation procedures. Any 
customization or modification to the original product design, functionality, or use, either by said customer or by 
PRINSU DESIGN STUDIO voids all warranty eligibility. It is the sole discretion of CBI Offroad to determine warranty 
eligibility. Subject to the limitations and exclusions described in this warranty, PRINSU DESIGN STUDIO will remedy 
defects in materials or workmanship by repairing or replacing, at its option, a defective product without charge for 
parts. In addition, PRINSU DESIGN STUDIO may elect, at its option, not to repair or replace a defective product but rather 
issue to a purchaser a refund equal to the purchase price paid for the product or a credit to be used toward the purchase 
of a new PRINSU DESIGN STUDIO product.No warranty is given for defects caused by normal wear and tear, cosmetic rust 
scratches, accidents, unlawful vehicle operation, products used for racing or competition, or modification of, or any types 
of repair of, a PRINSU DESIGN STUDIO manufactured product.The PRINSU DESIGN STUDIO Warranty does not include the 
powder coated finish. No warranty is given for defects resulting from conditions beyond PRINSU DESIGN STUDIO'S 
control including, but not limited to, misuse, neglect, overloading, improperly maintained or failure to assemble, mount 
or use the product in accordance with PRINSU DESIGN STUDIO'S written instructions or guidelines included with the 
product or implied use made available to the purchaser. 

DISCLAIMER OF LIABILITY REPAIR OR REPLACEMENT OF A DEFECTIVE PRODUCT OR THE ISSUANCE OF A REFUND OR 
CREDIT (AS DETERMINED BY PRINSU DESIGN STUDIO) IS A PURCHASER'S EXCLUSIVE REMEDY UNDER THIS WARRANTY. 
DAMAGE TO A PURCHASER'S VEHICLE, CARGO AND/OR TO ANY OTHER PERSON OR PROPERTY IS EXCLUDED.THIS 
WARRANTY IS EXPRESSLY MADE IN LIEU OF ANY AND ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING THE 
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.PRINSU DESIGN STUDIO'S SOLE 
LIABILITY TO ANY PURCHASER IS LIMITED TO THE REMEDY SET FORTH ABOVE. IN NO EVENT WILL PRINSU DESIGN 
STUDIO BE LIABLE FOR ANY LOST PROFITS, LOST SALES, OR FOR ANY CONSEQUENTIAL, DIRECT, INDIRECT, 
INCIDENTAL, SPECIAL, EXEMPLARY, OR PUNITIVE DAMAGES OR FOR ANY OTHER DAMAGES OF ANY KIND OR NATURE 

All products built and designed by Prinsu Design Studio are intended for off-road use and should be assembled, installed, and used according to Prinsu Design Studio's 

recommendations. Prinsu Design Studio products should be used safely with good judgment towards others and the environment. By installing Prinsu Design Studio 

Products on your vehicle you assume all liability. Prinsu Design Studio will not be held liable for damages or loss associated with the installation or use of its products. 

Be smart, use good judgement, don't overload your vehicle to the point of inferior handling and maneuverability! 
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OVERALL LENGTH 

SIOE RAIL HEIGHT* 

HEIGHT ADDED ** 

CLEARANCE BETWEEN ROOF AND RACK 

SUNROOF FUNCTIONAL 

WEIGHT 

44" CROSS BARS - BLACK - (1X2) 

44" CROSS BAR - CLEAR - (1X2) 

*AS MEASURED AT THE CENTER OF THE SIDE RAIL

"AS MEASURE FROM THE CENTER POINT OF THE ROOF 

. 

. 

. 

. 

+2.0625"

MEASUREMENT /QUANTITY 

67¼" 

2½"

21/16" 

15/16" 

YES 

-43 LBS
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All products built and designed by Prinsu Design Studio are intended for off-road use and should be assembled, installed, and used according to Prinsu Design Studio's 

recommendations. Prinsu Design Studio products should be used safely with good judgment towards others and the environment. By installing Prinsu Design Studio 

Products on your vehicle you assume all liability. Prinsu Design Studio will not be held liable for damages or loss associated with the installation or use of its products. 

Be smart, use good judgement, don't overload your vehicle to the point of inferior handling and maneuverability! 


